
• REDISHIP Class II, Type A2 Biosafety Cabinets in stock for
immediate delivery

• Cabinet and Non-Welded Base Stand in one easy-to-order
catalog number (Note: Cabinets without stands included, as well
as individual stands, are also available in REDISHIP)

• Designed to provide optimum performance, safety and comfort

• NSF-listed

• Stainless steel welded seam construction for integrity, durability
and cleanability

• Features include full-color LCD screen with MyLogic™ Operating
System

• Inclination™ Technology provides ergonomic and comfort features
including curved inlet grille, inclined sash, easy-open electrical
outlet covers and line-of-sight LCD information center

• “Filter Life Remaining” bar graph keeps operator informed of
HEPA filter loading

VWR International & Labconco Corporation

VWR Number Description

76317-614
3' Purifier Logic+ Biosafety Cabinet with 8" sash opening, 
UV light and service fixture

76317-626
4' Purifier Logic+ Biosafety Cabinet with 8" sash opening, 
UV light and service fixture

76317-634
5' Purifier Logic+ Biosafety Cabinet with 8" sash opening, 
UV light and service fixture

76317-642
6' Purifier Logic+ Biosafety Cabinet with 8" sash opening, 
UV light and 2 service fixtures

76318-336
3' Purifier Logic+ Biosafety Cabinet with 10" sash opening, 
UV light and service fixture

76317-622
4' Purifier Logic+ Biosafety Cabinet with 10" sash opening, 
UV light and service fixture

76317-630
5' Purifier Logic+ Biosafety Cabinet with 10" sash opening, 
UV light and service fixture

76317-638
6' Purifier Logic+ Biosafety Cabinet with 10" sash opening, 
UV light and 2 service fixtures

83009-284 Logic Cart

The Logic® Cart (above) provides storage and convenient 
access to supplies used in biological safety cabinets 
such as pipettes and gloves. Fits under Purifier Logic+ 
Biosafety Cabinets. Casters provide mobility.

Purifier® Logic®+ Biosafety Cabinets
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• REDISHIP High Performance Fume Hoods in stock for immediate 
delivery.

• Chemical-resistant fiberglass- reinforced composite panel liner surpasses 
all national codes for fire retarding abilities and has a bright white surface 
for excellent light reflectivity. Flame spread less than 25 per ASTM E84.

• LED lighting illuminates the interior Pre-wired LED lighting with vapor-
proof design is rated for 50,000 hours.

• Lowest Air Flow Rates
• Robust Containment 

Clemson Sales Rep:

Jared Stewart 
jstewart@labconco.com
336-266-0394

Protector ® XStream® Laboratory Hoods 

8' Work Surface 250 lbs. 89260-080

Description
Dimensions
(w x d x h)

Shipping 
Weight VWR Cat. No.

4' Work Surface 48.0" x 36.0" x 1.25" 120 lbs. 89260-074

5' Work Surface 60.0" x 36.0" x 1.25" 160 lbs. 89260-076

6' Work Surface 220 lbs. 89260-078

8' Work Surface

72.0" x 36.0" x 1.25"

96.0" x 36.0" x 1.25" 250 lbs. 89260-080

Shipping 
Weight VWR Cat. No.

130 lbs. 46610-462

135 lbs. 46610-470

150 lbs. 46610-478

145 lbs. 46610-456

155 lbs. 46610-464

170 lbs. 46610-472

195 lbs. 46610-458

205 lbs. 46610-466

250 lbs. 46610-474

215 lbs. 46610-460*

225 lbs. 46610-468*

280 lbs. 46610-476*

5.0 lbs. 15202-504

5.0 lbs. 89033-090**

10 lbs. 89238-200

Description

30" Standard Storage Cabinet with manual-closing doors

36" Standard Storage Cabinet with manual-closing doors

48" Standard Storage Cabinet with manual-closing doors

30" Acid Storage Cabinet with manual-closing doors

36" Acid Storage Cabinet with manual-closing doors

48" Acid Storage Cabinet with manual-closing doors

30" Solvent Storage Cabinet with manual-closing doors

36" Solvent Storage Cabinet with manual-closing doors

48" Solvent Storage Cabinet with manual-closing doors

30" Solvent Storage Cabinet with self-closing doors

36" Solvent Storage Cabinet with self-closing doors

48" Solvent Storage Cabinet with self-closing doors

Vent Kit, for use with Acid Storage Cabinets

Vent Kit, for use with Solvent Storage Cabinets

Filler Panel, 8" deep

Filler Panel, 14" deep

Dimensions 
(w x d x h)

30.0" x 22.0" x 35.5" to 36.75"

36.0" x 22.0" x 35.5" to 36.75"

48.0" x 22.0" x 35.5" to 36.75"

30.0" x 22.0" x 35.5" to 36.75"

36.0" x 22.0" x 35.5" to 36.75"

48.0" x 22.0" x 35.5" to 36.75"

30.0" x 22.0" x 35.5" to 36.75"

36.0" x 22.0" x 35.5" to 36.75"

48.0" x 22.0" x 35.5" to 36.75"

30.0" x 22.0" x 35.5" to 36.75"

36.0" x 22.0" x 35.5" to 36.75"

48.0" x 22.0" x 35.5" to 36.75"

8.0" d x 35.1" h

14.0" d x 35.1" h 13 lbs. 89238-198

4' Hood 48.0" x 31.7" x 59.0" 12.8" Exhaust Connection 325 lbs. 89260-050

5' Hood 60.0" x 31.7" x 59.0" 12.8" Exhaust Connection 410 lbs. 89260-052

6' Hood 72.0" x 31.7" x 59.0" 12.8" Exhaust Connection
485 lbs. 89260-054

8' Hood 96.0" x 31.7" x 59.0" Two 12.8" Exhaust 
Connections 650 lbs. 89260-056

Description
(w x d x h)

Dimensions
Exhaust Shipping Weight

Cat. No.
VWR 




